
23.3% MAX MODULE EFFICIENCY

435/455 WATT POWER RANGE

0~+5W POWER TOLERANCE

0.4% YEAR 2-30 POWER DEGRADATION

cod. CO-450-BK

COMO 450 Full black
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Forte resistenza meccanica
Supera il test di carico del vento di 2400 Mpa e il test di 
carico della neve di 5400 Mpa.

Resistenza PID
La probabilità di attenuazione del fenomeno PID è 
minimizzata tramite l’ottimizzazione della tecnologia di 
produzione delle celle solari e il controllo della qualità delle 
materie prime.

Tecnica a barre multiple e mezza cella
Maggiore utilizzo della luce e capacità di raccolta della 
corrente, permettono il miglioramento l’efficacia della 
potenza in uscita e l’affidabilità del prodotto.

Tasso di attenuazione inferiore
Tipo N, maggiore efficienza, migliore affidabilità e 
minore attenuazione LID/LETID.

Adattamento ambientale difficile
Progettazione robusta per condizioni climatiche difficili.

Garanzia di qualità lunga e affidabile
30 anni di garanzia su materiali e lavorazione
30 anni di garanzia sulla potenza lineare in uscita



Electrical Parameters

Operating conditions Curve

Model Type

Operational temperature

Test conditions		

Maximum System Voltage

Maximum Power (Pmax)

Maximum Series Fuse Rating

Open Circuit Voltage (Voc)

Power Tolerance

Short Circuit Current (Isc)

Temperature Coefficient of Pmax

Maximum Power Voltage (Vmp)

Temperature Coefficient of Voc

Maximum Power Current (Imp)

Temperature Coefficient of Isc

Safety Class

Module Efficiency (%)

Nominal Operating Cell Temperature

Max Load (front/back)

STC: AM1.5     1000W/m²     25°C          |          NOCT: AM1.5     800W/m²     25°C     1m/s

The company reserves the right of final right of adjustment of this file.

CO-435-BK

-40°C ~ +85°C
1500VDC

25A
0 ~ +5W

-0.310%/°C
-0.260%/°C
+0.046%/°C

45±2°C
Class II

5400Mpa/2400Mpa

CO-440-BK CO-445-BK CO-450-BK CO-455-BK
STC STC STC STC STCNOCT NOCT NOCT NOCT NOCT
435 329 440 333 445 337 450 340 455 345

40.02 38.24 40.31 38.52 40.60 38.80 40.90 39.04 41.20 39.28
13.58 10.90 13.64 10.91 13.7 10.91 13.76 10.92 13.82 10.93
33.14 30.99 33.44 31.27 33.75 31.56 34.05 31.84 34.34 32.11
13.13 10.62 13.16 10.64 13.19 10.67 13.22 10.69 13.25 10.72

22.27 22.53 22.78 23.04 23.30

SpecificationMechanical Diagrams

Cell type
Half-cell quantity
Dimension
Weight
Glass
Frame
Junction Box

Packing quantity
Cable

Packing dimensions (pallet)

N type mono-crystalline 16/18BB
108 (6x18)

1722x1134x30 mm
22kgs ±3%

Black Anodized Aluminum Alloy
IP68, MC4 Compatible connectors

1000mm (can be customized)
36 pcs/pallet, 936 pcs (26 pallets)/40’HQ

1760x1120x1260 mm, 2.333 cbm, 734kgs

www.musina-H2.com

3.2mm, AR coated and toughened
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